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Purchaser Miisteri BJC TOOLS ERP HOOGSTRAAT 11 5469 EL ERP
Order Nr Siparig No 01/BJC/622-2022
Product Group Uriin Grubu GMAW Wire - Stainless
Brand Name  Uriin Adi GeKa ELOX SG 308 L Si,ER-308 L, BS-300, PLW,15 KG
Standard Standard ASME SECTION IIC SFA/AWS A5.9 TS EN ISO 14343-A110
Classification _lsareti ER 308 L Si ~ G199LSsi B
Size Boyutu 1,00 mm
Quantity Miktar 540 Kg
Serial Nr Seri No M-11723
Charge Nr Sarj No M 11723
Chemical Composition of Welding Wire (%) Kaynak Telinin Kimyasal Analizi (%)
CIe Nl Si | Mn P s Cr N| Mo | cu - - - :
Sarj No
AwWs <0,03 065-10 | 10-25 <0,03 <0,03 18,5-22,0 90-11,0 <0,75 <0,75
TS/ENAISO <0,03 0,65-12 . 1,0-25 <0,03 il <0,02 18,0-21,0 9,0-11,0 <03 <03 i
M 11723 0,019 | 0,930 | 1,820 | 0,027 | 0,001 | 19,650 | 9,220 | 0,018 | 0,042 - - - -
i _
Mechanical Properties Kaynak Metalinin Mekanik Degerleri
Tensile Test Gekme Testi -EN ISO 6892-1 Impact Test Centik Darbe Testi - EN ISO 148-1:10
Specimen preparation Test parcasi hazirlanmas:  -EN ISO 5178:11  |Specimen preparation Test par¢asi hazirlanmasi - EN ISO 9016:11
[ Test R, Rm A Test KV KV |
Temp. | Yield Strength Tensile Strength | Elongation| Temp. | Impact Strength Average |Hardness| Radiographic test
Testsic.| Akma Dayanimi | Cekme Dayanimi| Uzama | Testsic.| Darbe Enerjisi Ortalama | Sertlik | Radyografi testi
°c N/ mm’ N / mm’ %lo=5d,| °C J J -
AWS 20 - >520 »35 -
TS/ENAISO 20 >320 >510 >30
20 min. 350 520 - 660 min. 35 20 - min. 63 - -
Comment / Agiklamalar
=
Yusuf ORALOGLU
City / Sehir: Istanbul Kalite Giivence
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