CERTIFICATE 33 Gedik Kaynak
Sertifika

EN 10204
2234
CHEMICAL O
MECHANICAL x

gedik comir
E-mail : gedik@gedik.com.tr

g:;be’ ::;‘:’a :(/':"37 Date /Tarih:  19.12.2022
Purchaser Misteri BJC TOOLS ERP HOOGSTRAAT 11 5469 EL ERP
Order Nr Siparig No 01/BJC/622-2022 -
Product Group Uriin Grubu GTAW Wire - Stainless
Brand Name Urin Adi GeKa ELOX SG 316 L ,ER 316 L,PLASTIC BOX,5 KG
Standard Standard: ASME SECTION |IC SFA/AWS A5.9 TS EN ISO 14343-A:10
| Classification lsareti ER3161L WZ19123L o -
Size Boyutu 1,60x1000mm
Quantity Miktari 100 Kg
Serial Nr Seri No NC 3210
Charge Nr Sarj No NC3210
Chemical Composition of Welding Wire (%) Kaynak Telinin Kimyasal Analizi (%)
ChargeNr i ¢ si | wn P s cr N | Mo | cu ; . . .
$arj No
AWS <0,03 0,3-0,65 1,0-25 <0,03 | <0,03 18,0 - 20,0 11,0- 14,0 20-3,0 <0,75 - - -
TS/ENAISO <0,03 <0,65 1.0-25 <0,03 | <002 18,0 - 20,0 11,0- 14,0 | 25-3,0 <0,3 - - -

NC3210 0,018 | 0,370 | 1,800 | 0,025 | 0,008 | 18,840 | 11,200 | 2,120 | 0,110 - - - -

Mechanical Properties Kaynak Metalinin Mekanik Degerleri
Tensile Test Cekme Testi - EN ISO 68921 Impact Test Centik Darbe Testi - EN ISO 148-1:10
Specimen preparation Test pargast hazilanmasi  -EN ISO 5178:11 | Specimen preparation Test pargasi hazidanmasi - EN ISO 9016:11

Test R, Ry, A Test Kv KV
Temp. Yield Strength Tensile Strength | Elongation| Temp. impact Strength Average |Hardness| Radiographic test
Testsic.| Akma Dayanimi | Cekme Dayanimi| Uzama |Testsic.| Darbe Enerjisi Ortalama | Serilik | Radyografi testi

°c | N / mm? N / mm? %L, =5d,| °C J J -
AWS 20 : 490 >30 |
TS/ENISO 20 320 510 I o2
20 min. 420 5§70 -700 min. 35 20 - min. 63 - -

L

Comment / Agiklamalar

Yusuf ORALOGLU
City / Sehir: Istanbul Kalite Giivence

M . Quality Assurance Department
< Gedik Holding

GEDIK WELDING INC. affifialed to GEDIK HOLDING



