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Nab ik i
E-mail  : gedik@gedik.com.tr
fimber Hurirg e Tarh/Date:  19.12.2022
Page Sayfa WAl
Purchaser Miigteri BJC TOOLS ERP HOOGSTRAAT 11 5469 EL ERP
Order Nr Siparig No 01/B.C/622-2022
Praduct Group Oriin Grubu GMAW/GTAW Wire - Non & Low alloyed - -
Brand Name  Uriin Adi GeKa $G2,ER705-6,85-300, PLW,15 KG
Standard Standardi ASME SECTION [IC SFA/JAWS A5.18:05 TS EN ISO 14341-A:11
Classification Igareti ER 70 S-6 G3Si1
Size Boyutu 1,00 mm
Quantity Miktan 17280 Kg
Serial Nr Seri No 0101156
Charge Nr Sarj No 156-22

Chemical Composition of Weldlng Wire (%)

Kaynak Telinin Kimyasal Analizi (%)

C’;:j?;;‘" c si | M| P s cr | N | Mo | e | v | A | Teze| - - - - -
AWS 0,06-0,15(0,80- 1,15( 1,40 - 1,85| <0,025 <0,035 <0,15 <0,15 <0,15 <0,50 <0,03 - - - = - B -
TSENASO  |0,06-0,14|0,70-1,00(1,30 - 1,60 <0025 <0,026 <0,15 <0,15 <0,15 <0,35 <0,03 | <0,02 <0,15 - - - - -
156-22 0,077 | 0,844 | 1463 | 0,010 | 0,014 | 0,055 | 0,042 | 0,004 | 0,071 | 0,004 | 0,002 | 0,003 - - - - -
| |
i :
*Pncluding the copper coating / Bakir kaph
Mechanical Properties Kaynak Metalinin Mekanik Degerleri
Tensile Test Cekme Testi -EN 1SO 6892-1 Impact Test Centik Darbe Testi - EN ISO 148-1:2010
Specimen preparation Test pargasi hazilanmasi - EN ISC 5178:2011 Specimen preparation Test pargasi hazilanmas: - EN 1SO 9016:2011
Test R, Ren A Test Kv Kv |
Temperature | Yield Strength | Tensile Strength | Elong. | Temperature | Impact Strength | Average Hardness Radiographic test Comment
Test sicakligi Akma Dayamimi | Gekme Dayanimi | Uzama Test sicakligh Darbe Enerjisi Ort. Sertlik | Radyografi testi Agiklamalar
°C N / mm? N / mm? | %L=5d, °c J J - -
AWS 20 2400 2480 | 222 30 - 227 - -
TSENISO 20 2420 500 - 640 220 -30 - 47 - -
20 min. 420 500 - 640 min. 22 -30 - min. 47 - -

Comment Agiklamalar

City/ Sehir: Istanbul
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