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E-mail gedik@gedik.com.tr
Number Numara X-0137
Date / Tarih: 19.12.2022
Page Sayfa 11 il
|Purchaser Misteri BJC TOOLS ERP HOOGSTRAAT 11 5469 EL ERP
QOrder Nr Siparig No 01/BJC/622-2022
Product Group Uriin Grubu GMAW Wire - Stainless
Brand Name  Uriin Adi GeKa ELOX SG 308 L Si,ER 308 L, D-200, 5 KG
Standard Standardi ASME SECTION {IC SFA/AWS A59 TS EN ISO 14343-A:10
Classification _Igareti ER 308L Si G199LSi )
Size Boyutu 0,80 mm
Quantity Miktart 40 Kg
Serial Nr Seri No M-10837
Charge Nr Sarj No M 10837
Chemical Composition of Welding Wire (%) Kaynak Telinin Kimyasal Analizi (%)
Chargete Tl o si Mn P s cr Ni | Mo | cu - - - :
Sarj No
AWS <0,03 0,65-10 1.Q -25 <0,03 <0,03 19,5- 22,0 8,0-11.0 <0,75 <0,75 - -
TS/EN/ISO <0,03 i 6,65 -12 1.0-28 <0,03 <0,02 15,0- 21,0 9,0-11,0 <0,3 <0,3
M 10837 0,026 | 0,910 | 1,790 | 0,025 | 0,008 | 19,840 | 9,180 0,150 | 0,070 - - - -
i |
|
|Mechanical Properties Kaynak Metalinin Mekanik Degerleri
Tensile Test Gekme Testi -EN 1SO 6892-1 Impact Test Centik Darbe Testi -EN ISO 148-1:10
Specimen preparation Test pargasi hazidanmasi -EN ISO 5178:11  |Specimen preparation Test pargasi hazirlanmasi - EN ISO 9016:11
Test R, Rm A Test | KV KV
Temp. Yield Strength Tensile Strength | Elongation| Temp. Impact Strength Average |Hardness| Radiographic test
Testsic.| Akma Dayanimi | Cekme Dayanimi| Uzama | Testsic., Darbe Enerjisi Ortalama | Sertlik | Radyografi testi
°c N / mm? N/ mm? %L,=6d,| °C J J -
AWS 20 - >520 >35
TS/ENASO 20 >320 i >510 >30
20 min. 350 | 520 - 660 min. 35 | 20 - min. 63 - -
Comment / Agiklamalar
e
T, a-/_

City / Sehir: Istanbul
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